

## PAD LOCK

## MP-87340/50/60 Pick Proof Security Padlock - High Shoulder



- High shoulders' body against bolt cutter
- Solid brass body in bright chrome finish US26 (BHMA625)
- Hardened steel cylinder retaining cover prevents drilling
- Dual ball locking mechanism provides greatest tension strength
- Pick proof disc cylinder with over 390,000 key option
- Hardened steel shackle
- Key retaining feature

| Model No. | A | B | C | D | E | F |
| :--- | :---: | :---: | :---: | :---: | :---: | :---: |
| MP-87340 | 40 mm | 54 mm | 21 mm | 17 mm | 7 mm | 19 mm |
| MP-87350 | 50 mm | 65 mm | 30 mm | 20 mm | 10 mm | 19 mm |
| MP-87360 | 60 mm | 80 mm | 32 mm | 25 mm | 12 mm | 20 mm |

## MP-87240/45/50 Pick Proof Security Padlock



- Dual ball locking mechanism provides greatest tension strength
- Solid brass body in bright chrome finish US26 (BHMA625)
- Pick proof disc cylinder with 390,000 genuine key option
- Hardened steel cylinder retaining cover prevents drilling
- Hardened steel shackle
- Key retaining feature

| Model No. | A | B | C | D | E | F |
| :--- | :---: | ---: | ---: | ---: | ---: | :---: |
| MP-87240 | 40 mm | 32 mm | 28 mm | 20 mm | 7 mm | 21 mm |
| MP-87245 | 45 mm | 35 mm | 30 mm | 22 mm | 9 mm | 20 mm |
| MP-87250 | 50 mm | 38 mm | 32 mm | 23 mm | 10 mm | 21 mm |
| MP-87260 | 60 mm | 44.5 mm | 37.5 mm | 26 mm | 12 mm | 21 mm |

## MP-88/25/30/40/50 High Security Marine Padlock



- All pins and springs are made of non-corrosive material
- 5 pins tumbler with anti-pick mushroom pins
- Double bolted shackle with heel and toe locking mechanism
- Hardened steel shackle in chrome finish
- Solid brass body in bright chrome finish

US26 (BHMA625)

- Maximum corrosion resistance
- Long shackle is available

| Model No. | A | B | C | D | E | F |
| :--- | :---: | ---: | :---: | :---: | :---: | :---: |
| MP-88/25 | 25 mm | 24.5 mm | 14 mm | 13 mm | 4 mm | 12 mm |
| MP-88/25HB24 | 25 mm | 24.5 mm | 24 mm | 13 mm | 4 mm | 12 mm |
| MP-88/25HB50 | 25 mm | 24.5 mm | 50 mm | 13 mm | 4 mm | 12 mm |
| MP-88/30 | 30 mm | 27 mm | 17 mm | 16 mm | 5 mm | 13 mm |
| MP-88/40 | 40 mm | 33 mm | 23 mm | 22 mm | 6.5 mm | 14 mm |
| MP-88/50 | 50 mm | 40 mm | 28 mm | 29 mm | 8 mm | 17 mm |

## MP-1000/20-B2 / B4 Keyed Alike Luggage Lock - Solid Brass



- Inner component made of non-corrosive material
- Keyed alike feature makes you easily in handling many luggage and windows
- Ideal for most of travelers, luggage, handbag and windows
- Anti rust solid brass body and shackle
- Genuine pins tumbler mechanism
- Lock body in US4 (BHMA606)


| Model No. | A | B | C | D | E | F |
| :--- | :---: | :---: | :---: | :---: | :---: | :---: |
| MP-1000/20B | 20 mm | 21 mm | 12 mm | 10 mm | 3.5 mm | 10 mm |

## Aluminum Padlock

## MP-20B2 / B4, 30B1, 40B1 Keyed Alike Luggage Lock - Solid Brass



- Ideal for most of travelers, luggage, handbag and windows
- Keyed alike feature makes you easily in handling many luggage and windows
- Lock body in US28 (BHMA628) with black PVC cover
- Anti rust cast aluminum body with brass cylinder
- Inner component made of non-corrosive material
- Optional $30 / 40 \mathrm{~mm}$ supply for project based
- Available 2 or 4 in one double blister pack
- MK / KA / KD provides upon requested
- Genuine pins tumbler mechanism
- Hardened steel shackle

| Model No. | A | B | C | D | E | F |
| :--- | :---: | :---: | :---: | :---: | :---: | :---: |
| MP-20B2/B4 | 20 mm | 21 mm | 12 mm | 10 mm | 3.5 mm | 10 mm |
| MP-30B2/B1 | 33 mm | 27 mm | 15 mm | 15.5 mm | 4.8 mm | 16 mm |
| MP-40B2/B1 | 43 mm | 32 mm | 21.5 mm | 22 mm | 6.4 mm | 17.5 mm |

## G02-88/25/30/40/50/70 Solid Brass Padlock



- All pins and springs are made of non-corrosive material
- Double bolted shackle with heel and toe locking mechanism
- 5 pins tumbler with anti-pick mushroom pins
- Hardened steel shackle in chrome finish
- Corrosion resistance
- Solid brass body


| Model No. | A | B | C | D | E | F |
| :--- | ---: | ---: | ---: | ---: | ---: | ---: |
| G02-88/20 | 19.5 mm | 20 mm | 11.5 mm | 9.5 mm | 3 mm | 11 mm |
| G02-88/25 | 25 mm | 24.3 mm | 14 mm | 12.5 mm | 4 mm | 12 mm |
| G02-88/30DB | 30 mm | 27 mm | 16.5 mm | 16 mm | 4.8 mm | 13 mm |
| G02-88/35DB | 35 mm | 30 mm | 18.5 mm | 18.8 mm | 5.5 mm | 13.5 mm |
| G02-88/40DB | 40 mm | 33 mm | 23 mm | 22 mm | 6.5 mm | 14.5 mm |
| G02-88/45DB | 44 mm | 37 mm | 25.5 mm | 24.5 mm | 7 mm | 15.5 mm |
| G02-88/50DB | 50 mm | 40 mm | 27 mm | 29 mm | 8 mm | 17 mm |
| G02-88/60DB | 60 mm | 45 mm | 33 mm | 35.5 mm | 9.5 mm | 19 mm |
| G02-88/70DB | 70 mm | 50 mm | 43.5 mm | 40.5 mm | 11 mm | 21 mm |

## MP-645K-SS <br> Stainless steel Dial Combination Padlock with key override



- Ideal for school, gym locker, security case, employee locker and storeroom
- Double reinforced construction with stainless steel outer case for durability
- Dependable 3 number dialing with automatic scrambling feature to prevent re-opening the lock
- Chrome plated hardened steel shackle resists rust and saw
- Original finish in satin stainless steel US32D (BHMA630)
- Master key controls for immediate supervisory access
- Cold rolled steel inner case for strength
- 40 digit combination dials


## MP-645-SS

## Stainless steel Dial Combination Padlock



- Dependable 3 number dialing with automatic scrambling feature to prevent re-opening the lock
- Double reinforced construction with stainless steel outer case for durability
- Chrome plated hardened steel shackle resists rust and saw
- Ideal for school, gym locker, security case, employee locker
- Original finish in satin stainless steel US32D (BHMA630)
- Cold rolled steel inner case for strength
- 40 digit combination dials


## MP-645-BL/GR/PK/PR <br> Aluminum Dial Combination Padlock



- Dependable 3 number dialing with automatic scrambling feature to prevent re-opening the lock
- Vary color body and dial in Blue / Green / Pink / Golden / Purple
- Chrome plated hardened steel shackle resists rust and saw
- Ideal for school, gym locker, security case
- Lock body made of aluminum
- 40 digit combination dials

| Model No. | A | B | C | D | E | F |
| :--- | :---: | :---: | :---: | :---: | :---: | :---: |
| MP-645K-SS | 48 mm | 48 mm | 22 mm | 21 mm | 7 mm | 20 mm |
| MP-645-SS | 48 mm | 48 mm | 22 mm | 21 mm | 7 mm | 20 mm |
| MP-645 | 48 mm | 48 mm | 22 mm | 21 mm | 7 mm | 20 mm |

## MP-89/50, HB50 (Long Shackle) <br> Resettable Combination Padlock - Sesame Lock

- 10,000 possible combination with heel and toe locking mechanism
- Available color in US26 (BHMA625), US26D (BHMA626) US3
(BHMA605) and US4 (BHMA606)
- Chrome plated hardened steel shackle resists rust and saw
- Reliable out door, weather resistance combination lock
- Zinc alloy body / 89B Solid brass body available
- Resettable 4 digit combination of number
- Change pin attached for code resetting

- Long shackle 50 mm available

| Model No. | A | B | C | D | E | F |
| :--- | :---: | :---: | :---: | :---: | :---: | :---: |
| MP-89/50 | 48 mm | 43 mm | 26 mm | 24 mm | 8 mm | 27 mm |
| MP-89/50BH50 | 48 mm | 43 mm | 50 mm | 24 mm | 8 mm | 27 mm |



Change pin

## Resettable Combination Padlock

## MP-620D / 630D / 640D

## Resettable Combination Padlock - Solid Brass



- Ideal for most of travelers, luggage, handbag and windows
- Inner component made of non-corrosive material
- Resettable 4 digit combination of number
- Chrome plated hardened steel shackle
- Lock body in US4 (BHMA606)
- 10,000 possible combination
- Anti rust solid brass body


| Model No. | A | B | C | D | E | F |
| :--- | :---: | :---: | :---: | :---: | :---: | :---: |
| MP-620D | 23 mm | 37 mm | 22 mm | 9 mm | 3 mm | 9 mm |
| MP-630D | 31 mm | 48 mm | 26 mm | 14 mm | 5 mm | 13 mm |
| MP-640D | 40 mm | 52.5 mm | 29 mm | 19 mm | 6 mm | 14 mm |

MP-641-BK
Resettable Combination Padlock - Sesame Lock


- 10,000 possible combination with security locking mechanism
- Chrome plated hardened steel shackle resists rust and saw
- Reliable out door, weather resistance combination lock
- Resettable 4 digit combination of number
- Zinc die cast body


| Model No. | A | B | C | D | E | F |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| MP-641 | 40 mm | 55 mm | 29 mm | 19 mm | 7 mm | 17 mm |

## CAPITCO COMPANY LIMITED

## Hong Kong General Office

Capitco Company Limited
Tel : 852-2755-6522
Fax: 852-2305-0827
E-mail: capitco@capitco.com.hk Website:www.capitco.com.hk
www.marco-polo.com.hk

China / Guangzhou
Guangzhou Capitco Company Limited Tel : 86-20-8335-5850
Fax: 86-20-8339-6896
E-mail: capitco@china.com

## Philippines

Manila Capitco Corporation
Tel : 63-2-628-1267
Fax: 63-2-642-0209
E-mail: manila@capitco.com.hk

## Philippines

Capitco Philippines Corporation
Tel : 63-2-736-3696
Fax: 63-2-736-3698

