
 

 
SPECIFICATIONS 

  

 Exposed Trim: Zinc Alloy lever trim could 

be plated to match finishes indicated. 

 Keying: 5-pins tumbler SCH-C keyway with 

three brass nickel plated keys. Various 

keyways selectable. 

 Door Range: 1-3/8" to 1-3/4" (35mm to 

45mm) standard. 

 Backset: Adjustable 2-3/8"(60mm) and 2-

3/4"(70mm) backset. 

STANDARD FEATURES: 
 

 Wrought steel tubular lock housing 

with chromate finish for better 

corrosion resistance. 

 Meets 200,000 cycles ANSI A156.2 

Grade 3 lever requirements. 

 Completely left and right hand door 

reversible 

 Three-piece assembly for fast easy 

installation. 

 Completely left hand and right hand 

door reversible. 
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FEATURES 

 Double torsion spring available for 
smooth operation 

 Spool pins available for anti-picking 
features. 

 Bottom loaded cylinder house for 
easy rekeying 

 Anti-pry shield available 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

T621-US10B 

Lever set on Round Rose 

Heavy Duty tubular ENTRANCE & PRIVACY Function lever handle on 
round rose,60/70mm adjustable backset, stainless steel face plate 

in oil rubbed bronze finish, fit for door thickness 40-50mm 

Capitco Philippines Corporation 


